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Optical Specification
Model OPT-C10028-2M-V1.0
) Unit:mm
Resolution Spm
Mount C Mount
Sensor 2/3"
Focal Length(mm) 100 24.81 17.526 (IN AIR)
Adjustion Type Manual
5.79
FNO. F2.8-F16
M37.5xP0.5
Working Distance (mm) 2700~c0 Iris Focus
. Rin
1/3" (HX VD) 20° X1.5° x2.5° Ring Hm gw Hm
Field | 1/2.5"(HxVxD) 2.4° x1.8° x3.0° = + R
Angle | 1/1.8" (HxVxD) 30° x2.3° X3.7°
1 O | =
2/3" (HxVxD) 3.7° X2.8° x4.6°  E—
olE=— o
Distortion <0.05% o] m— z
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Weight 0.13kg =) P — f
ox —_ — O ] ~
Back Focal Length(mm) 19.95 I52) 3 —
Q = ) m— %
Size (mm) @39.00x71.29 — [¢)
o RS >
Filter(mm) M37.5% P0.5 oo '
O ol ® o
Working Temperature -20°C~+60°C B — —
I
67.54(at 2700)
71.29(at o) 5.00
Item Signature Date |/ ® . L.
View Angle g Remark ,/@_PT_ OPT Machine Vision Co., Ltd.
Drawing Machine Vision
Design
Standard Difference
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