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Optical Specification
Model OPT-CH10-110C-F16
Optical Configuration Telecentric
Working Distance (mm) 110=£2 109.9 1756
Magnification 1.0X - TN AR
Sensor @ (mm) 11.0(2/3") 61.2 2164
Aperthe. F16 XM 014
Telecentricity 0.10° 383 o8
NA 0.03113 M34X0.5-6H
- — 25.0 4 o 18.5
- - 3
DIStOI"tIOI’I <0.1% " 15.8 40
Depth of Field (mm) 1.32 #.J R
Object Resolution (um) 10.78 I |
Resolution (um) 8.3 .
Image MTF30(lp/mm) 60 o = _ € o &
Field of View @(mm) 11.00 ) - - ) ) /“’ =1 IR0
[N a0
O/| Distance (mm) 237.4 Cl
Mount C-Mount I
Weight (kg) 0.25 Object Plane /
Size (mm) ©36.0X109.9 110+2 M3 Phase adjustable \/Im_agm
Filter Thread (mm) M34 X 0.5-6H “Working Distance
Working temperature -20°C~+60°C 237.4
[1]Resolution:The resolution is the image resolution. O/l Distance
[2]WD:The distance between the front end of the mechanism
and the object.
[3]DOF evaluation formula for telecentric lenses:
F# X P Xk
DOF(mm)= ————
e
F#:The real F-number of a lens when used
P:Sensor pixel size(5.5 um used here)
B:Lens magnification
k:The parameter based on application (measurement,
k=0.015;defect detection, k=0.008;0.015 used here)
At the borders of DOF,the image can still be used for
H Si t \/ ® . . .
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