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Optical Specification
Model OPT-M3528-29M
Focal Length (mm) 35
Adjustion Type Manual
Aperture F2.8-F32
Sensor @ (mm) 44
Working Distance (mm) 180~o0
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Resolution (um) 5 (INAIR)
Distortion <0.4% 1055
Back Focal Length (mm) 27.9 M58 % 0.75-6H
Effective Front (mm) 44.5 T Zﬁ “ ‘
Diameter Back @ (mm) 31.0 ‘ ‘ —
. 1" (12.8X9.6 X 16) 207 X15.6° X25.8 | = A
/_f;]eglfe 4/3" (18.88X10.6X21.6)| 288 X218 X356 =S ¥ —
B o o — = 1
44mm(36X24X43.3) | 53.4° x41.3° X643 & =
Mount M58/M72 =] E — ol o
o
Weight (kg) 0.65 o o o — o — o & & o
Size (mm) ?62X101.17 S 3 & dilet-— ] else=- | =411 | I = e I =
_ : © o 0 = o [— M % % ~
Filter Thread (mm) M58 0.75-6H —_— = | E—] ol
- = o —— vl o~
Working Temperature -20°C~+60°C = = — = =
——e —
= —
3 ‘ ‘ )
ot =k ‘
Focus Rin \Mg = ‘
- 105.44 at WD180 . 1950 _
101.17 ateo
) Item |Signature| Date | Vg PT® . . .
View Angle = Dowig %.OPT OPT Machine Vision Tech Co., Ltd.
. Design .
Standard Difference IT14 All R|ght$ Reserved
Check
‘ Scale 11 Name OPT-M3528-29M
Drawing Code : ) .
Paper Size A4 Unit mm ‘ Page 1/1 ‘ Version ‘ V1.0
A B C { D




	页面 1
	视图
	new_view_1



