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Optical Specification
Model OPT-CCD3528
Focal Length (mm) 35
Adjustion Type Manual
Aperture F2.8~F16
Sensor ¢(mm) 19.3(1.2")
Working Distance (mm) 47~185 55.52 17.526
Resolution (um) 3.45 9.3 INAIR
<0.06% at 0.69X
TV Distortion <0.08% at 0.49X M27 X 0.5-6H
<0.06% at 0.23X
Back Focal Length (mm) 13.89 \ u — (-
Effective | Front #(mm) 19.65 ﬁ S:E
Diameter| gack ¢(mm) 18.75 — —
Chief Ray Angle 8.82° g : ; : ; 1
Mount C-Mount e = © (=4
Weight (kg) 0.142 . > )
Size (mm) $38.5X75.52 GO o)

Filter Thread (mm) M27X0.5-6H o o = ?(71 =
Working Temperature -20°C~+60°C < _ ol N Y R ! S - L H - S 3
Working Distance(mm) Magnification © Q %5

486 0.67X - g -
51.81 0.59X £
6211 0.49X N o >
77.66 0.39X > © v
104.00 0.29% I = —
157.86 0.19 o & = |
176.2 0.17X | H i ||
Lris Rin Focus Ring j
52.02 at WD158 4 |
75.52 at WD44
: 1 ®
View Angle © = wem_|[Jignaurel Dare "/QPT OPT Machine Vision Tech Co., Ltd.
Drawi ng Machine Vision
. Design .
Standard Difference IT14 All R|ght$ Reserved
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Scale 2:1 Name OPT-CCD3528-V1.0
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