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Optical Specification
Model OPT-CCD7538
Focal Length (mm) 75 66.72 17.526
Adjustion Type Manual INAIR
Aperture F3.8~F16
Sensor ¢(mm) 19.3(1.2")
Working Distance (mm) 247~412 M30.50.5-6H
Resolution (um) 3.45 \
<0.07% at 0.50X 1 H
TV Distortion <0.02% at 0.35X o
<0.10% at 0.20X i —
Back Focal Length (mm) 14.6 2 g ( ; I
Effective | Front ®#(mm) 229 - i A
Diameter| gack ¢(mm) 194 = w
Chief Ray Angle 5.68° @ ®
Mount C-Mount 2 (=] - ;545
Weight (kg) 0.18 2 el N N I I A b= v = z3
Size (mm) $41x90.72 s o o S| &=
Filter Thread (mm) M30.5X0.5-6H —
Working Temperature -20°C~+60°C g_
Working Distance(mm) Magnification ®
238.98 0.50X o o v
25135 0.45X o S g !
266.81 0.40X g %
286.68 0.35X
312.70 0.30X 1 | S—
350.25 0.25X
405.80 0.20X Iris Rin Focus Rin 3.53
62.72 at WD412 549 |
90.72 at WD247
i 1 ®
View Angle © = Tem_|lenanre) DA "/QPT OPT Machine Vision Tech Co., Ltd.
Drawi ng Machine Vision
. Design .
Standard Difference IT14 All R|ght$ Reserved
Check
Scale 2:1 Name OPT-CCD7538
Drawing Code ) ; -
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